
                     - THE OPTIMAL ATMOSPHERE FOR Y OUR FOOD

- Reusable transport and storage box for food
- Sealable with a plastic film: Atmosphere in its own box
- Modified atmosphere for longer shelf life
- Sealing film and gas exchange effected in a sealing machine

Atmosphere in its own box – how can that work?

All-in-one: The Atmobox is a reusable plastic container, usable for transport as well as for storage
purposes. In a sealing machine this box can be sealed with a plastic film, while the atmosphere can be
replaced by a special food gas. Due to the MAP-capability and the extreme gas tightness, food qualitiy
improves and shelf life can be extended generally by 2 to 3 times. The Atmobox System can be used with
or without MAP.

Cooperation partners of the Atmobox System are Linde AG for the food gas, Ribbeck GmbH as German
importer of Mondini machines for the sealing machine and Südpack GmbH+Co KG for the
sealing film.



No change of the existing logistic in a company is needed due to the standard measures of 600 x 400 x
200 mm and the existing infrastructure can be used. The Atmobox is compatible with the E2-box, which is
especially used in the meat industry. The Atmobox has a bearing capacitiy of 200 kg and is stackable
without hurting the sealing rim of the box below. It can be washed on usual washing machines.

As the Atmobox is a transport box and a storage box all in one, food can stay in the same container from
production to sale. Even ripening of food over weeks or months is possible in the Atmobox. May be less
food transports are needed because full and empty boxes can be transported together on the same trip.

The Atmobox is infinitely often resealable. The sealing film is easily removable without leaving any
residuum. Comparing to plastic bags, film consumption is clearly reduced.

Summarizing, what are the benefits of the Atmobox System?

- Defined batch: The content of any box is perfectly isolated from the environment
- Simplyfying logistics, reducing number of trips
- High gas tightness
- Extending shelf life, amelioration of food quality, reducing perishableness, avoiding weight loss
- Relyable product hygiene
- Theft protection: opened film indicates theft
- Reduced plastic film consumption comparing to bags

Last but not least: Which are the steps to implement the Atmobox System in your production?

A sealing machine is available at Linde AG in Hamburg for presentation. Specialists of Linde Gas Division
are available to give advices for the appropriate gas for your food. Potential user can fill their good into
Atmoboxes, seal them and take them back for own observations.

In case of satisfying results the sealing machine can be rented for tests in the running production.
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Product Information

- Types: Nestable versions are available
- Equipment (optional): RFID-Transponder, Bar Code, DataMatrix-Code

Helmut Wollersheim
In den Helten 30 a
D-53919 Weilerswist
Mobile: +49 16097915480
Email: wollersheim@atmobox.de

Atmobox nestabelAtmoboxAtmobox  nestabelnestabel Measurements outside
Length:   600 mm
Width:   400 mm
Height:   200 mm
Height in stack:     84 mm
Weight: 1960 g

Measurements inside
Length above:    553 mm
Length below:   533 mm
Width above:   535 mm
Width below:   333 mm
Height (bottom/sealing rim): 180 mm

Volume 29 liters

AtmoboxAtmoboxAtmobox Measurements outside
Length:  600 mm
Width:  400 mm
Height:  200 mm
Height in stack:  190 mm
Weight.:            2000 g

Measurements inside
Length above:  553 mm
Length below:  553 mm
Width above:  353 mm
Width below:  353 mm
Height(bottom/sealing rim): 180 mm

Volume 30 Liters

Atmobox nestabelAtmoboxAtmobox  nestabelnestabel Measurements outside
Length:   600 mm
Width:   400 mm
Height:   140 mm
Height in stack:     64 mm
Weight: 1625 g

Measurements inside
Length above:   553 mm
Length below:   533 mm
Width above:   353 mm
Width below:   332 mm
Height (bottom/sealing rim): 180 mm

Volume 18 liters


